
Product Description Product Features

Applications

A highly durable heavy grade vandal resistant 

amenity luminaire is fabricated from UV 

stabilised impact resistant

polycarbonate. A wide range of energy 

efficient light sources coupled with high 

frequency control gear otptions are available.

• Ingress protection - IP65

• Highly durable impact resistant polycarbonate 
  construction

• Can be mounted on either walls or ceilings

• Premium quality sub components assure a trouble
  free service life

• Anti-tamper screws available

• Energy efficient high frequency control gear standard

• Prismatic diffuser supplied as standard opal
  also available

• Mains and emergency versions available

• Schools
• Police and magistrates cells
• Public areas
• Leisure Centres

850IP65

Arquata
IP65 robust vandal
resistant luminaire

Self contained luminaire
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Dimensions

Light SourceOrder Code Mode
Lumens in

emergency mode

N/A

Order Codes

Accessory

EZAR/28* 28 watt 2D compact �uorescent N/A

Weight

2.8Kg’s

270EZAR/28/M3* 28 watt 2D compact �uorescent Maintained 3.1Kg’s

120EZAR/24/M3* 24 watt TC-F compact �uorescent Maintained 3.1Kg’s

N/AEZAR/38* 38 watt 2D compact �uorescent N/A 2.8Kg’s

625EZAR/38/M3* 38 watt 2D compact �uorescent Maintained 3.1Kg’s

N/AEZAR/55* 55 watt 2D compact �uorescent N/A 2.8Kg’s

N/AEZAR/24* 24 watt TC-F compact �uorescent N/A 2.8Kg’s

 
N/AEZAR/224* 2 x 24 watt TC-F compact �uorescent N/A 2.8Kg’s  

N/AEZAR/40* 40 watt T5 circular �uorescent N/A 2.8Kg’s  
450EZAR/40/M3* 40 watt T5 circular �uorescent Maintained 3.1Kg’s  

120EZAR/224/M3*
2 x 24 watt TC-F compact �uorescent
(one lamp operates in emergency mode) Maintained 3.1Kg’s  

Emergency Options
AT - Auto test function
CT - Central test function
CB - Central battery slave unit

397mm diameter x 132mm deep

OP - Opal polycarbonate di�user

Arquata
IP65 robust vandal resistant luminaire

* Add su�x for option
EG. EZAR/28/M3/AT -  28 Watt 2D Arquata surface mounted maintained emergency luminaire with auto-test function.
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